
  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  
  

  

   

  

  

  

  
  

  

  

 

 

Application  
 
• Direct connected commercial and industrial  
   billing 
• Energy monitoring  
 

Benefits  
 
• High accuracy  
• Protects against temper attempts  
• Reliable and flexible 
• Outdoor meter 
• Load profile and event recording 
• Configurable tariff 

 

 

 

Features 
 

• Provides evidence of current and voltage 
circuit tampers 

• Front cover open detection 

• Logging of demand, history data and 
multiparameter load survey 

• Hardware lock for energy register reset 

• Tamper event logging with date & 
timestamping and deterrence features 

• Field replaceable battery along with Super cap 

• Two configurable pulse outputs 

• RS232 (RJ 45) port for remote communication 

• TOU with up to 8 tariff support 

  

 
  

  

KM3D 

Direct Connected Three Phase Anti Temper Meter 

KM3D is a Three-Phase whole-current meter 
which features sophisticated intelligent revenue-
protection software and hardware for 
installations where theft and fraud are a concern. 
Able to detect and log tamper events such as 
current reversal, current open- and short-circuit. 
It complies with the IEC for class 1 and is 

manufactured in compliance with the MS ISO 

9001 and MS ISO/IEC 17025 standard 



Technical Specifications  
  
  

Electrical  
Connection type  Direct Connected 

Wiring configuration Three Phase, 4 Wire  

Operation voltage range  115 – 480V 

Nominal voltage 230V 

Accuracy Active Class 1 , Reactive Class 2 

Current Basic 10A, Maximum 100A 

Frequency 50A 

Measured values kWh, kVArh, Voltage, Current, Frequency, Power Factor 

Verification outputs 1 pulse output LED for accuracy testing 

 Pulse output constant : 1000imp/kWh 
  

 
Compliance 

 

Standards IEC 62052-11, IEC 62053-21, IEC 62053-23, BS 5685-1 

  

  

Communication  

Communication mode Optical port (IEC62056-21) , RJ45 port (RS232 Protocol) 

  

  

Environmental 

Ingress protection IP54 

Humidity Up to 100 % 

Operating temperature -40°C to 70°C 

Storage temperature -45°C to 85°C 

  

Display 

Display type Large character LCD with white backlit 

Number of digits 8 

Digit size 
 

12mm x 5.5mm 

  

Mechanical  
Dimensions  260mm (L) x 169.4mm (W) x 100mm (H)  
Weight  1350g  
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